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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 





Applicant: David W. GERDT et al T3055-907790 
Appln. No. 10/082,290 ' A-9001D 

v ARIaBLE COUPlER 

Stated"", ^«"» e " t «»<■ Suppl.„. ntal r„f om a tl o„ 
RECEIVED IN U.S. PATENT AND TRADEMARK OFFICE 0N : 



A-9001D 
PATENT APPLICATION 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re the Application of: 
David W. GERDT et al . 

Appln. No.: 10/082,290 Group Art Unit: 2874 

Filed: February 26, 2002 

For: SENSING APPARATUS EMPLOYING VARIABLE COUPLER 
FIBEROPTIC SENSOR 

* * , * 
PRELIMINARY AMENDMENT 

Commissioner for Patents 
P.O. Box 1450 

Alexandria, Virginia 22313-1450 
Sir: 

Prior to examination, please amend the above - 
identified patent application as indicated below. 

IN THE SPECIFICATION : 
Page 1 : 

Please substitute the following paragraph for the 
paragraph beginning at line 2: 




